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Patent No. 8,177,385; 9,879,850; 004481000-0001; 004481000-0002. 
Additional patents are pending. 

MADE IN USA

ETL Listed for Indoor Use

    

wired by a licensed electrician.

JLC-Tech LLC will not be held 

installed according to applicable 
codes and safety standards

Installation is subject to local code
and jurisdiction

Keep these instructions for the per-
son responsible for the maintenance 
of this installation.

Amps
0.08 9.5
0.16 17.9
0.06 6.4
0.11 12.5

Electrical Ratings
Input Voltage: 120-277V, 50/60Hz

Remove junction box cover 
and make wiring connections to line 
voltage and dimming system (if needed). 
Replace cover when complete.

CAUTION

Purple/Grey to 0-10VDC 
Dimming System
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ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com

DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

THE NEXT
GENERATION GREEN
LIGHTING SOLUTION

FOR SUSPENDED
CEILING

APPLICATIONS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

ETL listed for indoor use
CAUTION:
* T-BAR LED Smartlight™ is
  designed to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* JLC-Tech LLC will not be held responsible
if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW

JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com

4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

COMPATIBLE PRODUCT

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

MODELNumber of
fixtures

6

3

MODELNumber of
fixtures

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

4

2

1 HIGH POWER
4 foot / 120cm

Total W/fixture 32W

2

Option 1
Total load*

96W

Option 2
Total load*

96W

Option 3
Total load*

96W

Option 4
Total load*

96W

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

* Total load does not include power supply consumption

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

THE NEXT
GENERATION GREEN
LIGHTING SOLUTION

FOR SUSPENDED
CEILING

APPLICATIONS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

ETL listed for indoor use
CAUTION:
* T-BAR LED Smartlight™ is
  designed to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* JLC-Tech LLC will not be held responsible
if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW

JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com

4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

COMPATIBLE PRODUCT

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

MODELNumber of
fixtures

6

3

MODELNumber of
fixtures

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

4

2

1 HIGH POWER
4 foot / 120cm

Total W/fixture 32W

2

Option 1
Total load*

96W

Option 2
Total load*

96W

Option 3
Total load*

96W

Option 4
Total load*

96W

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

* Total load does not include power supply consumption

Line Voltage 
Connections

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION

THE NEXT
GENERATION GREEN 
LIGHTING SOLUTION

FOR SUSPENDED
CEILING APPLICATIONS

JLC-TECH LLC - Pembroke, MA - USA - Tel. +1.781.826.8162 - info@jlc-tech.com - www.tbarledsmartlight.comJLC-TECH LLC - Pembroke, MA - USA - Tel. +1.781.826.8162 - info@jlc-tech.com - www.tbarledsmartlight.com
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Patent No. 8,177,385; 9,879,850; 004481000-0001; 004481000-0002. 
Additional patents are pending. 

MADE IN USA

    
licensed electrician.

JLC-Tech LLC will not be held 

installed according to applicable codes and 
safety standards

Installation is subject to local code
and jurisdiction

Keep these instructions for the person 
responsible for the maintenance of this 
installation.

CAUTION:

HOW TO ELECTRIFY 
THE T-BAR TWO ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com
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DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

THE NEXT
GENERATION GREEN
LIGHTING SOLUTION

FOR SUSPENDED
CEILING

APPLICATIONS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

ETL listed for indoor use
CAUTION:
* T-BAR LED Smartlight™ is
  designed to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* JLC-Tech LLC will not be held responsible
if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW
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4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

COMPATIBLE PRODUCT

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

MODELNumber of
fixtures

6

3

MODELNumber of
fixtures

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

4

2

1 HIGH POWER
4 foot / 120cm

Total W/fixture 32W

2

Option 1
Total load*

96W

Option 2
Total load*

96W

Option 3
Total load*

96W

Option 4
Total load*

96W

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

* Total load does not include power supply consumption
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JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com

DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW
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4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

DIFFUSING LENS FOR 
GENERAL ILLUMINATION

CUT OFF REFLECTOR 
FOR ACCENT LIGHT

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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DIFFUSING LENS FOR
GENERAL ILLUMINATION

CUT OFF REFLECTORS
FOR ACCENT LIGHT

THE NEXT GENERATION GREEN
LIGHTING SOLUTION FOR

SUSPENDED CEILING
APPLICATIONS IN

MOVIE THEATERS

SPECIFICALLY
DESIGNED FOR 15/16" (T24) GRID

CIRCUIT B
CLASS 2 DIMMABLE  POWER SUPPLY

120-277V/24Vdc - 96W max
SOLD SEPARATELY

ETL listed for indoor use

CAUTION:
* TIVO-BAR is designed
  to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* TIVOLI LLC will not be held responsible
  if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY
THE TIVO-BAR
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Tivoli, LLC • 15602 Mosher Ave, Tustin, CA 92780 • ph 714 957-6101 fx 714 427-3458 • www.tivolilighting.com / sales@tivolilighting.com

4 foot / 120cm
Total W/fixture 23W

MODELNumber of
fixtures

4

Wire gage
Max distance
from power

supply

4

Circuit A
Total load

92W

Circuit B
Total load

44W

4 foot / 120cm
Total W/fixture 11W

12 AWG
plenum
rated

80 feet

80 feet
12 AWG
plenum
rated

4005225

U.S. Patent
No. 8,177,385

120-277V
Input Voltage

(-)

WHITE CABLEBLACK / WHITE
STRIPES CABLE

TWIST CAPS (not provided)
TO CONNECT CABLES

JB box for circuit A and
B 24Vdc

connection
(provided)

24Vdc OUT

24Vdc (circuit A and B)  TO
NEXT FIXTURE

(see above chart for
max fixture connection)

(+)

CEILING PLANE

GRAY CABLE

VIOLET CABLE

24Vdc OUT

GRAY CABLE

VIOLET CABLE

0-10Vdc CIRCUIT
A DIMMING

(-)

RED CABLEBLACK CABLE

TWIST CAPS (not provided)
TO CONNECT CABLES

(+)

CIRCUIT A
DIFFUSING LENS
23W each 4' fixture

CIRCUIT B
SINGLE REFLECTORS

11W each 4' fixture

120-277V
Input Voltage

JB box to split
circuit A and B

24Vdc
connections

(NOT provided)

TIVOBAR

CIRCUIT A + CIRCUIT B = TOTAL 34W each 4' fixture
see above table for max TivoBar connected to a power supply

0-10Vdc CIRCUIT
B DIMMING

Tivoli, LLC • 15602 Mosher Ave, Tustin, CA 92780 • ph 714 957-6101 fx 714 427-3458 • www.tivolilighting.com / sales@tivolilighting.com

TIVO-BAR TIVO-BAR

1/2" NPT WIRE HOLDER (BY OTHERS)

TRANSFORMERS CAN BE 
REMOTELY LOCATED UP TO 
80' FROM TIVOBAR
IF USING 12AWG CABLE
(NOT provided)

CIRCUIT A
CLASS 2 DIMMABLE  POWER SUPPLY

120-277V/24Vdc - 96W max
SOLD SEPARATELY

T-BAR TWO

TRANSFORMERS CAN BE 
REMOTELY LOCATED UP TO 
80’ FROM T-BAR TWO IF USING 
12AWG CABLE (NOT provided)

Max Run Lengths
# Fixture/Driver A # Fixture/Driver B

10.8W 8 5.75W 8

21.6W 4 11.3W 4

4005225
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For patent information see: www.jlc-tech.com/patents

FOR MODELS:

•	 ROUND LENS
•	 SQUARE LENS

THE ONLY LIGHTING  PRODUCTS 
THAT ARE ENGINEERED AND 

PATENTED TO REPLACE THE CROSS 
MEMBERS IN A SUSPENDED GRID 

CEILING SYSTEM.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A for release 1/16/2017 MS

0.90 lbs

MSDRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5

MATERIAL

TITLE:

DWG NO.

SHEET 1OF 1 C

T-BARECODC WARM WHITE 3000K 2' 
15/16" DIFFUSER WHITE SQUARE 

LENS UNIV. CLIP     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

8/2/2020

WEIGHT

TBECODC-HW-2-24-
DWS-U

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
permission of JLC-Tech LLC 1:4

A A

B B

C C

D D

4

4

3

3

2

2

1

1

ETL Listed for Indoor Use

    
* T-BAR ECO™ DC is designed to work with Class 
2 - 24Vdc power supply only. Use of any other 
power source will cause damage, shorten the life of 
the fixture and may void the warranty

*This fixture must be installed and wired by a 
qualified electrician.

*JLC-Tech LLC will not be held responisble if the 
fixtures are not installed according to applicable 
codes and safety standards.

*Installation is subject to local code and               
jurisdiction.

*Keep these instructions for the person    
responsible for the maintenance of this installation.

Watts
TBECODC - 2ft 14 Max
TBECODC - 4ft 28 Max

Electrical Ratings
Input Voltage: 24V DC

1. Remove junction box cover.

2. Make wiring connections using 
wire nuts (not provided) from 24V 
power supply and/or next fixture 
(max 12ft of product).

3. Put junction box cover back on 
using provided screws.

CAUTION

CLASS 2 POWER SUPPLY 120-277V/24Vdc 
(SOLD SEPERATELY)                        

REFER TO DRIVER INSTALLATION FOR 
SPECIFIC WIRING INSTRUCTIONS

120-277V 
AC INPUT

24Vdc  Output
Red Wire (+)
Black Wire (-)

Connect up to 12ft of T-BAR ECO 
DC per power supply.

Power Supply Code:
TBECODC-XX-HP-100W-UNV

REVISIONS

ZONEREV.DESCRIPTIONDATEAPPROVED

Afor release1/16/2017MS

468.15 lbs

DRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5

MATERIAL

TITLE:

DWG NO.

SHEET 1OF 1C

96W POWER SUPPLY, DIMMABLE 
AND NON-DIMMABLE

     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

WEIGHT

T-BAR200

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
permission of JLC-Tech LLC1:2 AA

BB

CC

DD

4

4

3

3

2

2

1

1

To next fixture 
(12ft max)

To dimming system 
(if required)

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A for release 1/16/2017 MS

0.81 lbs

MSDRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5

MATERIAL

TITLE:

DWG NO.

SHEET 1OF 1 C

T-BARECODC MEDIUM WARM 3500K 
2' 15/16" DIFFUSER WHITE SQUARE 

LENS XL CLIP     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

8/12/2020

WEIGHT

TBECODC-MW-2-24-
DWS-A

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
permission of JLC-Tech LLC 1:4

A A

B B

C C

D D

4

4

3

3

2

2

1

1
REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A for release 1/16/2017 MS

0.81 lbs

MSDRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5

MATERIAL

TITLE:

DWG NO.

SHEET 1OF 1 C

T-BARECODC MEDIUM WARM 3500K 
2' 15/16" DIFFUSER WHITE SQUARE 

LENS XL CLIP     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

8/12/2020

WEIGHT

TBECODC-MW-2-24-
DWS-A

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
permission of JLC-Tech LLC 1:4
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A for release 1/16/2017 MS

0.81 lbs

MSDRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5
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T-BARECODC MEDIUM WARM 3500K 
2' 15/16" DIFFUSER WHITE SQUARE 

LENS XL CLIP     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

8/12/2020

WEIGHT

TBECODC-MW-2-24-
DWS-A

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
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- IN A NEW 15/16” (T24) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE 
ARMSTRONG CEILING GRID IN A 2’x2’ (60X60cm), 2’x4’ (60X120cm) OR 4’x4’ (120X120cm) LEAVING SPECIFIC     
OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT
- THE EC WILL INSTALL A 2’ (60cm) OR A 4’ (120cm) T-BAR ECO™ AT THE SPECIFIC OPENING IN THE CEILING

WHERE I CAN INSTALL THE T-BAR ECO™

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE 
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES

- IN AN EXISTING SUSPENDED 15/16” (T24) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN 
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2’ (60cm) OR 4’ (120cm) T-BAR 
ECO™ (ACCORDING TO THE LIGHT REQUIREMENT)
- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2’ (60cm) OR 4’ (120cm) T-BAR ECO™ IN THIS DESIRED LOCATION
- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE EXISTING OR       
REPLACEMENT CEILIING TILES 

NOTE: WHEN CORRECTLY INSTALLED THE END DETAILS 
WILL ENSURE THE T-BAR ECO™ IS POSITIONED COR-
RECTLY ALLOWING FOR THE CORRECT SPACING OF THE 
ARMSTRONG CEILING TILES

NOTE: THE T-BAR LED ECO™ HAS BEEN 
SEISMICALLY TESTED FOR USE WITH ARMSTRONG 
CEILINGS AND DOES NOT NEED TO BE  
INDEPENDENTLY SUPPORTED

ATTENTIO
N! READ ALL INSTRUCTIO

NS ENTIRELY BEFO
RE INSTALLATIO

N
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- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP
INSIDE THE DEISRED ROUT LOCATION (1).
- ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDED ROUT LOCATION BY TWISTING
THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2)

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER THE EC HAS ELECTRIFIED THE T-BAR LED Smartlight (SEE FOLLOWING PAGE FOR
INSTRUCTION), THE AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION
OVER THE T-BAR LED Smartlight PRODUCT AS SHOWN
NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR LED Smartlight
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW 15/16" (T24) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE
ARMSTRONG CEILING GRID IN A 2'x2' (60X60cm), 2'x4' (60x120cm) OR 4'x4' (120X120cm) LEAVING SPECIFIC
OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT.
- THE EC WILL INSTALL A 2' (60cm) OR A 4' (120cm) T-BAR LED Smartlight™ AT THE SPECIFIC OPENING IN THE
CEILING

4' (120cm)

2' (60cm)

NOTE: THE T-BAR LED Smartlight™ HAS BEEN
SEISMICALLY TESTED FOR USE WITH ARMSTRONG
CEILING AND DOES NOT NEED TO BE INDIPENDENTLY
SUPPORTED

NOTE: WHEN CORRECTLY INSTALLED THE END DETAILS
WILL ENSURE THE T-BAR LED Smartlight™ IS POSITIONED
CORRECTLY ALLOWING FOR THE CORRECT SPACING OF
THE ARMSTRONG CEILING TILES

=

=

Code: TBSLxx2/4xxAW

Code: TBSLxx2/4xxAW

- IN AN EXISTING SUSPENDED 15/16" (T24) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED
Smartlight™ (ACCORDING TO THE LIGHT REQUIREMENTS)
- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ IN THIS DESIRED LOCATION
- AFTER THE EC HAS PROPERLY PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE
EXISTING OR REPLACEMENT CEILING TILES

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES
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2

- DETAILED SIDE AND TOP VIEW OF TWO T-BAR LED Smartlight™ CONNECTED TOGETHER.
THE MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR LED
Smartlight OR WITH A STANDARD ARMSTRONG CROSS TEE
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
BREAK SHARP 
EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1
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Grid Ceiling for Install Guide
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DIMENSIONS ARE IN MILLIMETERS
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NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide

4’ (120cm)

2’ (60cm)

Code: TBECOX-XX-X-24-DW-A

4’ (120cm)

2’ (60cm)

HOW I INSTALL THE T-BAR ECO™
- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP INSIDE 
THE DESIRED ROUT LOCATION (1).
- ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDING ROUT LOCATION BY TWISTING 
THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2).
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DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
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NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide - UNV T24 TBTWO Install Process
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- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP
INSIDE THE DEISRED ROUT LOCATION (1).
- ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDED ROUT LOCATION BY TWISTING
THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2)

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER THE EC HAS ELECTRIFIED THE T-BAR LED Smartlight (SEE FOLLOWING PAGE FOR
INSTRUCTION), THE AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION
OVER THE T-BAR LED Smartlight PRODUCT AS SHOWN
NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR LED Smartlight
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW 15/16" (T24) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE
ARMSTRONG CEILING GRID IN A 2'x2' (60X60cm), 2'x4' (60x120cm) OR 4'x4' (120X120cm) LEAVING SPECIFIC
OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT.
- THE EC WILL INSTALL A 2' (60cm) OR A 4' (120cm) T-BAR LED Smartlight™ AT THE SPECIFIC OPENING IN THE
CEILING

4' (120cm)

2' (60cm)

NOTE: THE T-BAR LED Smartlight™ HAS BEEN
SEISMICALLY TESTED FOR USE WITH ARMSTRONG
CEILING AND DOES NOT NEED TO BE INDIPENDENTLY
SUPPORTED

NOTE: WHEN CORRECTLY INSTALLED THE END DETAILS
WILL ENSURE THE T-BAR LED Smartlight™ IS POSITIONED
CORRECTLY ALLOWING FOR THE CORRECT SPACING OF
THE ARMSTRONG CEILING TILES

=

=

Code: TBSLxx2/4xxAW

Code: TBSLxx2/4xxAW

- IN AN EXISTING SUSPENDED 15/16" (T24) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED
Smartlight™ (ACCORDING TO THE LIGHT REQUIREMENTS)
- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ IN THIS DESIRED LOCATION
- AFTER THE EC HAS PROPERLY PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE
EXISTING OR REPLACEMENT CEILING TILES

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES
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- DETAILED SIDE AND TOP VIEW OF TWO T-BAR LED Smartlight™ CONNECTED TOGETHER.
THE MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR LED
Smartlight OR WITH A STANDARD ARMSTRONG CROSS TEE
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N
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- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP
INSIDE THE DEISRED ROUT LOCATION (1).
- ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDED ROUT LOCATION BY TWISTING
THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2)

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER THE EC HAS ELECTRIFIED THE T-BAR LED Smartlight (SEE FOLLOWING PAGE FOR
INSTRUCTION), THE AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION
OVER THE T-BAR LED Smartlight PRODUCT AS SHOWN
NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR LED Smartlight
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW 15/16" (T24) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE
ARMSTRONG CEILING GRID IN A 2'x2' (60X60cm), 2'x4' (60x120cm) OR 4'x4' (120X120cm) LEAVING SPECIFIC
OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT.
- THE EC WILL INSTALL A 2' (60cm) OR A 4' (120cm) T-BAR LED Smartlight™ AT THE SPECIFIC OPENING IN THE
CEILING

4' (120cm)

2' (60cm)

NOTE: THE T-BAR LED Smartlight™ HAS BEEN
SEISMICALLY TESTED FOR USE WITH ARMSTRONG
CEILING AND DOES NOT NEED TO BE INDIPENDENTLY
SUPPORTED

NOTE: WHEN CORRECTLY INSTALLED THE END DETAILS
WILL ENSURE THE T-BAR LED Smartlight™ IS POSITIONED
CORRECTLY ALLOWING FOR THE CORRECT SPACING OF
THE ARMSTRONG CEILING TILES

=

=

Code: TBSLxx2/4xxAW

Code: TBSLxx2/4xxAW

- IN AN EXISTING SUSPENDED 15/16" (T24) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED
Smartlight™ (ACCORDING TO THE LIGHT REQUIREMENTS)
- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ IN THIS DESIRED LOCATION
- AFTER THE EC HAS PROPERLY PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE
EXISTING OR REPLACEMENT CEILING TILES

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES
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- DETAILED SIDE AND TOP VIEW OF TWO T-BAR LED Smartlight™ CONNECTED TOGETHER.
THE MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR LED
Smartlight OR WITH A STANDARD ARMSTRONG CROSS TEE

- DETAILED SIDE AND TOP VIEW OF TWO T-BAR ECO™ CONNECTED TOGETHER. THE 
MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR ECO™ 
OR WITH A STANDARD ARMSTRONG CROSS TEE

ATTENTIO
N! READ ALL INSTRUCTIO

NS ENTIRELY BEFO
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N
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- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP
INSIDE THE DEISRED ROUT LOCATION (1).
- ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDED ROUT LOCATION BY TWISTING
THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2)

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER THE EC HAS ELECTRIFIED THE T-BAR LED Smartlight (SEE FOLLOWING PAGE FOR
INSTRUCTION), THE AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION
OVER THE T-BAR LED Smartlight PRODUCT AS SHOWN
NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR LED Smartlight
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW 15/16" (T24) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE
ARMSTRONG CEILING GRID IN A 2'x2' (60X60cm), 2'x4' (60x120cm) OR 4'x4' (120X120cm) LEAVING SPECIFIC
OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT.
- THE EC WILL INSTALL A 2' (60cm) OR A 4' (120cm) T-BAR LED Smartlight™ AT THE SPECIFIC OPENING IN THE
CEILING

4' (120cm)

2' (60cm)

NOTE: THE T-BAR LED Smartlight™ HAS BEEN
SEISMICALLY TESTED FOR USE WITH ARMSTRONG
CEILING AND DOES NOT NEED TO BE INDIPENDENTLY
SUPPORTED

NOTE: WHEN CORRECTLY INSTALLED THE END DETAILS
WILL ENSURE THE T-BAR LED Smartlight™ IS POSITIONED
CORRECTLY ALLOWING FOR THE CORRECT SPACING OF
THE ARMSTRONG CEILING TILES

=

=

Code: TBSLxx2/4xxAW

Code: TBSLxx2/4xxAW

- IN AN EXISTING SUSPENDED 15/16" (T24) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED
Smartlight™ (ACCORDING TO THE LIGHT REQUIREMENTS)
- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ IN THIS DESIRED LOCATION
- AFTER THE EC HAS PROPERLY PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE
EXISTING OR REPLACEMENT CEILING TILES

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES
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- DETAILED SIDE AND TOP VIEW OF TWO T-BAR LED Smartlight™ CONNECTED TOGETHER.
THE MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR LED
Smartlight OR WITH A STANDARD ARMSTRONG CROSS TEE

- AFTER THE EC HAS ELECTRIFIED THE T-BAR ECO™ (SEE FOLLOWING PAGE FOR INSTRUCTION). 
THE AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION OVER THE 
T-BAR ECO™ PRODUCT AS SHOWN
NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR ECO™
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UNLESS OTHERWISE SPECIFIED:
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EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide - UNV T24 TBTWO Installed

=

=

WHERE I CAN INSTALL THE T-BAR ECO® DC HOW I INSTALL THE T-BAR ECO® DC

®

®
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DC AT THE SPECIFIC OPENING IN THE CEILING

Code: TBECODC-XX-X-24-DW-U

DC (ACCORDING TO THE LIGHT REQUIREMENT)

DC IN THIS DESIRED LOCATION

Code: TBECODC-XX-X-24-DW-U

DC IS POSITIONED COR-
DC HAS BEEN

DC CONNECTED TOGETHER. THE
DC

DC (SEE FOLLOWING PAGE FOR INSTRUCTION).

DC PRODUCT AS SHOWN.
DC


