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ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION

For patent information see www.jlc-tech.com/patents
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0.42 lbs

MSDRAWN BY

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
SURFACE FINISH:  

TOLERANCES: .X ±.1in
                        .XX ±.01in
                        .XXX ±.005in
   ANGULAR: ±.25°
DEBURR AND BREAK ALL SHARP EDGES
SURFACE TEXTURE PER ANSI B46.1
DIM. & TOL. PER ANSI Y14.5

MATERIAL

TITLE:

DWG NO.

SHEET 1OF 1

T-BAR LED WARM WHITE 3000K 2' 
15/16" DIFFUSING LENS XL CLIP

     JLC Tech LLC
 370 Corporate Park
Pembroke, MA - USA
  www.jlc-tech.com

3/25/16

WEIGHT

TBSL-HW-2-24-D-A-W

                 CONFIDENTIALITY NOTICE
This information is proprietary to JLC-Tech LLC,
and any reproduction, disclosure, or use thereof
is expressly prohibited without the written
permission of JLC-Tech LLC
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24Vdc IN

CHICAGO PLENUM RATED 
CONDUIT AND 1/2" CONNECTOR 
(BY OTHERS)

CEILING GRID LINE

T-BAR LED Smartlight for
Chicago Plenum installations

24Vdc
CONNECTION

CHICAGO PLENUM 
2x2 JUNCTION BOX

(-) (+)

RED CABLEBLACK CABLE

TWIST CAPS (BY OTHERS)
TO CONNECT CABLES

24Vdc
CONNECTION

24VDC CONNECTION TO 
REMOTE POWER SUPPLY

CEILING PLANE

24VDC 

CHICAGO PLENUM 
JUNCTION BOX

CHICAGO PLENUM RATED CONDUIT AND 
1/2 NPT CONNECTOR (BY OTHERS)

24VDC IN (FROM REMOTE POWER 
SUPPLY - SOLD SEPERATELY)

T-BAR LED® FOR CHICAGO PLENUM INSTALLATIONS

CONFORMS TO 
CCEA-2000


