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ATTENTION! READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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WHERE | CAN INSTALL THE T-BAR LED™ HOW | INSTALL THE T-BAR LED™

- INANEW 9/16” (T15) CEILING GRID INSTALLATION, THE ACOUSTICAL CONTRACTOR (AC) WILL INSTALL THE - PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. ENTER ONE CLIP INSIDE

ARMSTRONG CEILING GRID IN A 2'x2’ (60X60cm), 2'x4’ (60X120cm) OR 4'x4’ (120X120cm) LEAVING SPECIFIC THE DESIRED ROUT LOCATION (1).

OPENINGS FOR THE ELECTRICAL CONTRACTOR (EC), ACCORDING TO THE LIGHT REQUIREMENT - ENTER THE OTHER CLIP ON THE OTHER SIDE INSIDE THE CORRESPONDING ROUT LOCATION BY TWISTING

- THE EC WILL INSTALL A 2’ (60cm) OR A 4’ (120cm) T-BAR LED™ AT THE SPECIFIC OPENING IN THE CEILING THE GRID AND APPLYING ENOUGH PRESSURE TO ALLOW THE PRODUCT TO ENTER IN PLACE (2).

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE
AC WILL FINISH THE CEILING WITH APPROPRIATE SIZE CEILING TILES

- IN AN EXISTING SUSPENDED 9/16” (T15) GRID, VERIFY THE EXISTING CEILING IS AN ARMSTRONG CEILING, THEN
LOCATE THE CROSS TEES THAT ARE INTENDED TO BE SUBSTITUTED WITH THE 2’ (60cm) OR 4’ (120cm) T-BAR LED™
(ACCORDING TO THE LIGHT REQUIREMENT)

- THE AC SHALL TEMPORARILY REMOVE THE TILES WITHIN THE SPACE SELECTED AND REMOVE THE CROSS TEES
- THE EC SHALL THEN INSTALL THE 2’ (60cm) OR 4’ (120cm) T-BAR LED™ IN THIS DESIRED LOCATION

- AFTER THE EC HAS PROPERLY COMPLETED THE INSTALLATION, THE AC WILL REINSTALL THE EXISTING OR
REPLACEMENT CEILIING TILES

- DETAILED SIDE AND TOP VIEW OF TWO T-BAR LED™ CONNECTED TOGETHER. THE
MOUNTING CLIP IS DESIGNED TO CONNECT SIDE BY SIDE WITH ANOTHER T-BAR LED™
OR WITH A STANDARD ARMSTRONG CROSS TEE
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- AFTER THE EC HAS ELECTRIFIED THE T-BAR LED™ (SEE FOLLOWING PAGE FOR INSTRUCTION), THE
AC CAN INSTALL THE ARMSTRONG CEILING TILES IN THEIR CORRECT POSITION OVER THE T-BAR LED™
PRODUCT AS SHOWN

Code: TBSL-XX-X-15/15B-X-A-X
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NOTE: WHEN CORRECTLY INSTALLED THE END DE- NOTE: THE T-BAR LED™ HAS BEEN SEISMICALLY NOTE: ONLY TEGULAR AND LAY IN CEILING TILES MAY BE USED WITH THE T-BAR LED™
TAILS WILL ENSURE THE T-BAR LED™ IS POSITIONED TESTED FOR USE WITH ARMSTRONG CEILINGS
CORRECTLY ALLOWING FOR THE CORRECT SPACING OF AND DOES NOT NEED TO BE INDEPENDENTLY 2
THE ARMSTRONG CEILING TILES SUPPORTED 1 X \\y
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