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The T-BAR LED product line is protected under the following patents: 
Patent No. 8,177,385; 9,879,850; 004481000-0001; 004481000-0002. 
Additional patents are pending. 

MADE IN USA

    
This fixture must be installed and wired by a 
licensed electrician.

JLC-Tech LLC will not be held 
responsible if the fixtures are not
installed according to applicable codes and 
safety standards

Installation is subject to local code
and jurisdiction

Keep these instructions for the person 
responsible for the maintenance of this 
installation.

CAUTION:

DIFFUSING LENS FOR 
GENERAL ILLUMINATION

CUT OFF REFLECTOR 
FOR ACCENT LIGHT

A A

B B

C C

D D

E E

F F

G G

H H

J J

K K

L L

M M

N N

P P

R R

T T

24

24

23

23

22

22

21

21

20

20

19

19

18

18

17

17

16

16

15

15

14

14

13

13

12

12

11

11

10

10

9

9

8

8

7

7

6

6

5

5

4

4

3

3

2

2

1

1

DRAWN

CHK'D

APPV'D

MFG

Q.A

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
BREAK SHARP 
EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:2 SHEET 1 OF 1

A0

WEIGHT: 0.57

TBTW-XX-2-24-CD-X-W FOR INSTALL GUIDE

T-BAR TWO WARM 
WHITE 3000K 2' 

15/16" DIFFUSING 
& CUTOFF LENS XL 

CLIP

SPECIFICALLY DESIGNED 
FOR 9/16” (T15) GRID

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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The T-BAR LED product line is protected under the following patents: 
Patent No. 8,177,385; 9,879,850; 004481000-0001; 004481000-0002. 
Additional patents are pending. 

MADE IN USA

    
This fixture must be installed and wired by a 
licensed electrician.

JLC-Tech LLC will not be held 
responsible if the fixtures are not
installed according to applicable codes and 
safety standards

Installation is subject to local code
and jurisdiction

Keep these instructions for the person 
responsible for the maintenance of this 
installation.

CAUTION:

HOW TO ELECTRIFY 
THE T-BAR TWO ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

THE NEXT
GENERATION GREEN
LIGHTING SOLUTION

FOR SUSPENDED
CEILING

APPLICATIONS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

ETL listed for indoor use
CAUTION:
* T-BAR LED Smartlight™ is
  designed to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* JLC-Tech LLC will not be held responsible
if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW

JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  info@jlc-tech.com - www.tbarledsmartlight.com

4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

COMPATIBLE PRODUCT

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

MODELNumber of
fixtures

6

3

MODELNumber of
fixtures

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

4

2

1 HIGH POWER
4 foot / 120cm

Total W/fixture 32W

2

Option 1
Total load*

96W

Option 2
Total load*

96W

Option 3
Total load*

96W

Option 4
Total load*

96W

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

* Total load does not include power supply consumption
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SURFACE FINISH:
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   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
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EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:2 SHEET 1 OF 1

A0

WEIGHT: 0.57

TBTW-XX-2-24-CD-X-W FOR INSTALL GUIDE

T-BAR TWO WARM 
WHITE 3000K 2' 

15/16" DIFFUSING 
& CUTOFF LENS XL 

CLIP

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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DIFFUSING DE-GLARING LENS

CUT OFF REFLECTORS

ASYMMETRIC LENS

THE NEXT
GENERATION GREEN
LIGHTING SOLUTION

FOR SUSPENDED
CEILING

APPLICATIONS

CLASS 2 POWER SUPPLY
120-277V/24Vdc - 96W
SOLD SEPARATELY,

CODE:TBSLPSXX100WUNV

ETL listed for indoor use
CAUTION:
* T-BAR LED Smartlight™ is
  designed to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* JLC-Tech LLC will not be held responsible
if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY THE T-BAR LED Smartlight™
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SEE ABOVE TABLE FOR MAX PRODUCT CONNECTED IN A ROW
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4005225

U.S. Patent
No. 8,177,385

+-

L
N

120-277V
Input Voltage

24Vdc
Output Voltage

PLENUM RATED 2' CABLE WITH CLASS II
QUICK CONNECTORS ON EACH SIDE FOR

MULTIPLE PRODUCT CONNECTIONS
(PROVIDED)

EACH QUICK CONNECTORS
ALLOWS FOR THE POSSIBILITY
TO ADD CABLES FOR LONGER

SPACING CONNECTION.
USE SOLID COPPER 18-16 AWG

OR FERRULES

RED CABLE

BLACK CABLE

COMPATIBLE PRODUCT

SPECIFICALLY
DESIGNED FOR USE WITH
ARMSTRONG 15/16" GRID

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

MODELNumber of
fixtures

6

3

MODELNumber of
fixtures

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

HIGH POWER
4 foot / 120cm

Total W/fixture 32W

4

2

1 HIGH POWER
4 foot / 120cm

Total W/fixture 32W

2

Option 1
Total load*

96W

Option 2
Total load*

96W

Option 3
Total load*

96W

Option 4
Total load*

96W

HIGH POWER
2 foot / 60cm

Total W/fixture 16W

* Total load does not include power supply consumption

DIFFUSING LENS FOR 
GENERAL ILLUMINATION

CUT OFF REFLECTOR 
FOR ACCENT LIGHT

10.8W each 2’ fixture
21.6W each 4’ fixture

5.75W each 2’ fixture
11.3W each 4’ fixture

ATTENTION: READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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DIFFUSING LENS FOR
GENERAL ILLUMINATION

CUT OFF REFLECTORS
FOR ACCENT LIGHT

THE NEXT GENERATION GREEN
LIGHTING SOLUTION FOR

SUSPENDED CEILING
APPLICATIONS IN

MOVIE THEATERS

SPECIFICALLY
DESIGNED FOR 15/16" (T24) GRID

CIRCUIT B
CLASS 2 DIMMABLE  POWER SUPPLY

120-277V/24Vdc - 96W max
SOLD SEPARATELY

ETL listed for indoor use

CAUTION:
* TIVO-BAR is designed
  to work with Class 2 - 24Vdc
  power supply only. Use of any other
  power source will cause damage,
  shorten the life of the fixture and may
  void the warranty.

* This fixture must be installed and  wired by a
  qualified electrician.

* TIVOLI LLC will not be held responsible
  if the fixtures are not installed according to
   applicable codes and safety standards.

* Installation is subject to local code and
   jurisdiction.

* Keep these instructions for the person
  responsible for the maintenance of this
  installation.

MADE IN USA

HOW TO ELECTRIFY
THE TIVO-BAR
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Tivoli, LLC • 15602 Mosher Ave, Tustin, CA 92780 • ph 714 957-6101 fx 714 427-3458 • www.tivolilighting.com / sales@tivolilighting.com

4 foot / 120cm
Total W/fixture 23W

MODELNumber of
fixtures

4

Wire gage
Max distance
from power

supply

4

Circuit A
Total load

92W

Circuit B
Total load

44W

4 foot / 120cm
Total W/fixture 11W

12 AWG
plenum
rated

80 feet

80 feet
12 AWG
plenum
rated

4005225

U.S. Patent
No. 8,177,385

120-277V
Input Voltage

(-)

WHITE CABLEBLACK / WHITE
STRIPES CABLE

TWIST CAPS (not provided)
TO CONNECT CABLES

JB box for circuit A and
B 24Vdc

connection
(provided)

24Vdc OUT

24Vdc (circuit A and B)  TO
NEXT FIXTURE

(see above chart for
max fixture connection)

(+)

CEILING PLANE

GRAY CABLE

VIOLET CABLE

24Vdc OUT

GRAY CABLE

VIOLET CABLE

0-10Vdc CIRCUIT
A DIMMING

(-)

RED CABLEBLACK CABLE

TWIST CAPS (not provided)
TO CONNECT CABLES

(+)

CIRCUIT A
DIFFUSING LENS
23W each 4' fixture

CIRCUIT B
SINGLE REFLECTORS

11W each 4' fixture

120-277V
Input Voltage

JB box to split
circuit A and B

24Vdc
connections

(NOT provided)

TIVOBAR

CIRCUIT A + CIRCUIT B = TOTAL 34W each 4' fixture
see above table for max TivoBar connected to a power supply

0-10Vdc CIRCUIT
B DIMMING

Tivoli, LLC • 15602 Mosher Ave, Tustin, CA 92780 • ph 714 957-6101 fx 714 427-3458 • www.tivolilighting.com / sales@tivolilighting.com

TIVO-BAR TIVO-BAR

1/2" NPT WIRE HOLDER (BY OTHERS)

TRANSFORMERS CAN BE 
REMOTELY LOCATED UP TO 
80' FROM TIVOBAR
IF USING 12AWG CABLE
(NOT provided)

CIRCUIT A
CLASS 2 DIMMABLE  POWER SUPPLY

120-277V/24Vdc - 96W max
SOLD SEPARATELY

T-BAR TWO

TRANSFORMERS CAN BE 
REMOTELY LOCATED UP TO 
80’ FROM T-BAR TWO IF USING 
12AWG CABLE (NOT provided)

Max Run Lengths
Circuit A Wattage # Fixture/Driver A Circuit B Wattage # Fixture/Driver B

2ft fixture 10.8W 8 5.75W 8

4ft fixture 21.6W 4 11.3W 4

4005225
4005225
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
BREAK SHARP 
EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:5 SHEET 1 OF 1

A0

WEIGHT: 1.08

TBTW T15 for Install

T-BAR TWO LED 
WARM WHITE 
3000K 4' 9/16" 
DIFFUSING & 
CUTOFF LENS 

UNIV. CLIP
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- IN A NEW CEILING INSTALLATION 9/16” (T15) GRID, ORGANIZE THE PLOT TO HAVE A 2’x4’ (60x120cm), OR 4’x4’ 
(120x120cm) SPACES WHERE THE 2’ OR 4’ T-BAR LED Smartlight™ WILL BE INSTALLED (ACCORDING TO THE LIGHT 
REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTIONS OF 2’x2’ 
(60x60cm) OR 2’x4’ (60x120cm) EACH, DEPENDING IF USING A 2’ OR 4’ T-BAR LED Smartlight™

WHERE I CAN INSTALL THE T-BAR LED Smartlight™

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE THE 
CEILING WITH 2’x2’ (60x60cm) OR 2’x4’ (60x120cm) TILES 

- IN AN EXISTING SUSPENDED CEILING 9/16” (T15), LOCATE THE 2’ (60cm) OR 4’ (120cm) CROSS TEES THAT ARE 
INTENDED TO BE SUBSTITUTED WITH THE 2’ (60cm) OR 4’ (120cm) T-BAR LED Smartlight™ (ACCORDING TO THE 
LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2’ (60cm) OR 4’ (120cm) CROSS TEE AND REPLACE IT WITH THE 2’ (60cm) OR 4’ (120cm) T-BAR LED 
Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2’x2’ (60x60cm) OR 2’x4’ (60z120cm) TILES BACK
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
BREAK SHARP 
EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide - UNV T24 TBTWO Installed

NOTE: MAKE SURE THAT THE T-BAR LED Smartlight™ IS 
POSITIONED TO ALLOW THE CORRECT PLACING OF THE 
CORRESPONDENT TILES

T-BAR LED Smartlight™ MUST BE ANCHORED TO 
THE ABOVE BUILDING STRUCTURE WITH A STEEL 
CABLE USING THE CENTER HOLE. (STEEL CABLE 
BY OTHERS)
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DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

FINISH: DEBURR AND 
BREAK SHARP 
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NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide

4’ (120cm)

2’ (60cm)

Code: TBTW-xx-2/4-15-CD-U-x

4’ (120cm)

2’ (60cm)

HOW I INSTALL THE T-BAR LED Smartlight™
- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW CONFIGURATION. 
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight™ IS AT THE SAME PLANE WITH THE 
UPPER PLANE OF THE GRID AS SHOWN IN DETAIL “A”.

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING PAGE FOR INSTRUCTION), YOU CAN 
INSTALL THE TILES IN THEIR CORRECT POSITION OVER THE T-BAR LED Smartlight™ PRODUCT

Code: TBTW-xx-2/4-15-CD-U-x
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DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.
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CLIP

ATTENTIO
N! READ ALL INSTRUCTIO

NS ENTIRELY BEFO
RE INSTALLATIO

N

Page 03

UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT

AT
TE

NT
IO

N!
 R

EA
D 

AL
L 

IN
ST

RU
CT

IO
NS

 E
NT

IR
EL

Y 
BE

FO
RE

 IN
ST

AL
LA

TI
O

N

Page 02

4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)
OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED
(ACCORDING TO THE LIGHT REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF
2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™

4' (120cm)

2' (60cm)

T-BAR LED Smartlight™ MUST BE ANCHORED  TO
THE ABOVE BUILDING STRUCTURE WITH A STEEL
CABLE USING THE CENTER HOLE. (STEEL CABLE
BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED
Smartlight™ IS POSITIONED TO
ALLOW THE CORRECT PLACING OF THE
CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT
ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING
TO THE LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR
LED Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE
THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES
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DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide - UNV T24 TBTWO Installed - UNV DETAIL
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)
OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED
(ACCORDING TO THE LIGHT REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF
2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™

4' (120cm)

2' (60cm)

T-BAR LED Smartlight™ MUST BE ANCHORED  TO
THE ABOVE BUILDING STRUCTURE WITH A STEEL
CABLE USING THE CENTER HOLE. (STEEL CABLE
BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED
Smartlight™ IS POSITIONED TO
ALLOW THE CORRECT PLACING OF THE
CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT
ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING
TO THE LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR
LED Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE
THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES
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NOTE: 
THE SLOTS ON THE MOUNTING BRACKET ARE 
DESIGNED TO ACCOMODATE DIFFERENT GRID 
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DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:5:1 SHEET 1 OF 1
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EDGES

NAME SIGNATURE DATE

MATERIAL:

DO NOT SCALE DRAWING REVISION

TITLE:

DWG NO.

SCALE:1:10 SHEET 1 OF 1

A0

WEIGHT: 

Grid Ceiling for Install Guide - UNV T24 TBTWO Installed - UNV DETAIL with hex

ONCE THE PRODUCT IS POSITIONED, 
TIGHTEN  THE SCREW ON EACH END

3mm Hex Key 
(BY OTHERS)
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)
OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED
(ACCORDING TO THE LIGHT REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF
2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™

4' (120cm)

2' (60cm)

T-BAR LED Smartlight™ MUST BE ANCHORED  TO
THE ABOVE BUILDING STRUCTURE WITH A STEEL
CABLE USING THE CENTER HOLE. (STEEL CABLE
BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED
Smartlight™ IS POSITIONED TO
ALLOW THE CORRECT PLACING OF THE
CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT
ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING
TO THE LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR
LED Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE
THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)
OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED
(ACCORDING TO THE LIGHT REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF
2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™

4' (120cm)

2' (60cm)

T-BAR LED Smartlight™ MUST BE ANCHORED  TO
THE ABOVE BUILDING STRUCTURE WITH A STEEL
CABLE USING THE CENTER HOLE. (STEEL CABLE
BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED
Smartlight™ IS POSITIONED TO
ALLOW THE CORRECT PLACING OF THE
CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT
ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING
TO THE LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR
LED Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE
THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES
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ATTENTION! READ ALL INSTRUCTIONS ENTIRELY BEFORE INSTALLATION
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET

ARE DESIGNED TO ACCOMMODATE

DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW

CONFIGURATION

- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE

SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276
(7m

m)

ONCE THE PRODUCT IS

POSITIONED, TIGHTEN THE 2

SCREWS ON BOTH SIDES

NOTE:

.276
(7m

m)

Hex KEY 3mm 

(BY OTHERS)A

HOW I INSTALL THE T-BAR LED Smartlig
ht™

1

2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING

PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR

CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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4'

(1
20

cm
)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlig
ht™

- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)

OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED

(ACCORDING TO THE LIGHT REQUIREMENT)

- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF

2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™
4'

(1
20

cm
)

2' (60cm) T-BAR LED Smartlight™ MUST BE ANCHORED  TO

THE ABOVE BUILDING STRUCTURE WITH A STEEL

CABLE USING THE CENTER HOLE. (STEEL CABLE

BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED

Smartlight™ IS POSITIONED TO

ALLOW THE CORRECT PLACING OF THE

CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT

ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING

TO THE LIGHT REQUIREMENT)

- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED

- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR

LED Smartlight™

- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK
- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE

THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES

JLC-Tech LLC –  Pembroke, MA - USA – Tel. +1.781.826.8162 -  in
fo@jlc-tech.com - www.tbarledsmartlight.com
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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4' (120cm)

2' (60cm)

WHERE I CAN INSTALL THE T-BAR LED Smartlight™
- IN A NEW CEILING INSTALLATION 15/16" (T24) GRID, ORGANIZE THE PLOT TO HAVE 2'x4' (60x120cm)
OR 4'x4' (120X120cm) SPACES WERE THE 2' OR 4' T-BAR LED Smartlight™ WILL BE INSTALLED
(ACCORDING TO THE LIGHT REQUIREMENT)
- INSTALL THE T-BAR LED Smartlight™ AT THE CENTER OF THE SPACE, CREATING TWO SECTION OF
2'x2' (60x60CM) OR 2'x4' (60x120cm) EACH, DEPENDING IF USING A 2' OR 4' T-BAR LED Smartlight™

4' (120cm)

2' (60cm)

T-BAR LED Smartlight™ MUST BE ANCHORED  TO
THE ABOVE BUILDING STRUCTURE WITH A STEEL
CABLE USING THE CENTER HOLE. (STEEL CABLE
BY OTHERS)

NOTE: MAKE SURE THAT THE T-BAR LED
Smartlight™ IS POSITIONED TO
ALLOW THE CORRECT PLACING OF THE
CORRESPONDENT TILES

=

=

Code: TBSLH2ANWUW

Code: TBSLH2ANWUW

- IN AN EXISTING SUSPENDED CEILING 15/16" (T24), LOCATE THE 2' (60cm) OR 4' (120cm) CROSS TEES THAT
ARE INTENDED TO BE SUBSTITUTED WITH THE 2' (60cm) OR 4' (120cm) T-BAR LED Smartlight™ (ACCORDING
TO THE LIGHT REQUIREMENT)
- TEMPORARILY REMOVE THE TILES WITHIN THE SPACE YOU SELECTED
- REMOVE THE 2' (60cm) OR 4' (120cm) CROSS TEE AND REPLACE IT WITH THE 2' (60cm) OR 4' (120cm) T-BAR
LED Smartlight™
- ONCE PROPERLY INSTALLED, PLACE THE 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES BACK

- ONCE PROPERLY INSTALLED, YOU WILL BE ABLE TO COMPLETE
THE CEILING WITH 2'x2' (60x60cm) OR 2'x4' (60x120cm) TILES
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UPPER SLOTS

THE SLOTS ON THE MOUNTING BRACKET
ARE DESIGNED TO ACCOMMODATE
DIFFERENT GRID HEIGHTS

- PLACE THE PRODUCT OVER THE GRID FOLLOWING THE BELOW
CONFIGURATION
- MAKE SURE THAT THE UPPER PLANE OF THE T-BAR LED Smartlight IS AT THE
SAME PLANE WITH THE UPPER PLANE OF THE GRID AS SHOWN IN DETAIL "A"

.276 (7mm)

ONCE THE PRODUCT IS
POSITIONED, TIGHTEN THE 2
SCREWS ON BOTH SIDES

NOTE:

.276 (7mm)

Hex KEY 3mm 
(BY OTHERS)

A

HOW I INSTALL THE T-BAR LED Smartlight™

1 2

- AFTER YOU HAVE ELECTRIFIED THE SYSTEM (SEE FOLLOWING
PAGE FOR INSTRUCTION), YOU CAN INSTALL THE TILES IN THEIR
CORRECT POSITION OVER THE T-BAR LED Smartlight PRODUCT
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
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TBTW T15 for Install

T-BAR TWO LED 
WARM WHITE 
3000K 4' 9/16" 
DIFFUSING & 
CUTOFF LENS 
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