
Battery backup for remote installation allows a compatible fixture 
to be used for both normal and battery operation. In battery 
mode the kit provides 12W of power for 90 minutes (refer to 
technical spec for lumen information). 

Battery kit includes 4” JB for 120-277V AC input wiring, adjustable 
T-BAR mounting brackets, surface mounting holes, 24” flexible 
metal conduit with wiring for easy connection to compatible 
fixture and single-piece charge indicator and test switch 
accessory (face plate not provided).

Compatible with line voltage product lines.

TBEM-FLEX/ECO/GEM/TRL/XS/STAX/UP-12-UNV

Product Name Fixture 

TBEM = Battery Backup Kit FLEX = T-BAR FLEX
ECO = T-BAR ECO
GEM = GEMINI
TRL = TERALyte
XS = T-BAR LED 	
         X-Series 
STAX = T-BAR STAX
UP= T-BAR UP

Battery Backup Kit | Order Specification Guide 

WARRANTY: 5 years

12W Constant Power Battery Backup Kit for T-BAR FLEX, 
T-BAR ECO, GEMINI, TERALyte, T-BAR LED X-Series, T-BAR 
STAX, and T-BAR UP (Fixture sold separately)

Battery Backup Kit

5 lb

Switched or 
Unswitched Power

24/7 Power
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3” height

18.5” length 7.5” width
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Adjustable T-BAR 
Mounting Brackets

To LED fixture (sold separately)

*Refer to spec sheet and installation instruction for technical specifications and detailed wiring diagram.

12W Battery 

Charge 
Indicator/Test 
Switch

12 = 12W Battery UNV = Universal 120-277V

Battery Voltage

4 holes for 
surface mounting24” long

Compatible with
PO number: Signature:
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https://www.jlc-tech.com/wp-content/uploads/2023/10/Battery-Back-Up-Kit-for-FLEX_ECO_GEM_TRL_XS_Technical-Spec_12W.pdf
https://www.jlc-tech.com/wp-content/uploads/2026/05/Installation-Instruction-Battery-Back-Up-Kit-for-FlexEcoGem.pdf
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